ADDENDUM

Project Name: Utility Tunnel Extension Addendum No.: Two (2)

Project Designation: SUU University Cedar City, Utah Date: April 20, 2005

From: WHW ENGINEERING INC.
1354 EAST 3300 SOUTH SUITE 200
SALT LAKE CITY, UTAH 84106

To: VALLEY DESIGN & CONSTRUCTION KOH MECHANICAL
825 EAST 3000 NORTH, SUITE D 1273 WEST 12400 SOUTH
LAYTON UTAH 84041 RIVERTON, UTAH 84065
GARFF CONSTRUCTION BARCLAY MECHANICAL
2820 WEST 500 SOUTH 595 WEST 100 NORTH
SALT LAKE CITY, UTAH 84104 MANTI, UTAH 84642

McCLOUGH ENGINEERING & CONSTRUCTION
1567 EAST STRATFORD AVENUE
SALT LAKE CITY, UTAH 84106

This Addendum forms a part of the Contract Documents and modifies the original Bidding
Documents dated March 31, 2005 and Addendum Number 1 dated April 15, 2005, and
Addendum Number 2 dated April 20, 2005. Acknowledge receipt of this Addendum in the
space provided on the Bid Form. Failure to do so may subject the Bidder to disqualification.

This Addendum consists of 2 page(s) and the attached drawing(s), 1 Sheet.

| - CHANGES TO PRIOR ADDENDA:

Item I-1. N/A

Il - CHANGES TO BIDDING REQUIREMENTS:

Item 11-1. N/A

lll - CHANGES TO AGREEMENT & OTHER CONTRACT FORMS:

Item 11I-1. N/A



IV - CHANGES TO CONDITIONS OF THE CONTRACT:

Item IV-1. N/A

V - CHANGES TO SPECIFICATIONS:
Item V-1. N/A
VI - CHANGES TO DRAWINGS:
Item VI-1. Drawing D1/ME503 from Addendum #1 shall be changed as shown on
the attached drawing D1/ME503. The drawing was changed to change
the routing of the geotextile fabric and the pit run gravel to 1 72" diam. and

minus clean rock. See also the addition of the words “and 18” of gravel to
top note. See also the new location of the 6” diam. drain pipe.

END of ADDENDUM



SURFACE

gm% WHERE PAVING IS ABOVE TUNNEL PROVIDE 18" OF
STRUCTURAL FILL SAME AS UNDER TUNNEL AND 18" OF
VARIES GRAVEL.

PROVIDE COMPACTED BACKFILL- MAY USE THE ON SITE
SOIL FREE OF ORGANICAS OR APPROVED IMPORTED
LOW PLASTICITY SOILS. PLACE IN 12" LOOSE LIFTS
COMPACTED TO AT LEAST 95% IN ACCORDANCE WITH
ASTM D-1557.

2'——] r—2'—> PROVIDE 1-1/2" AND MINUS CLEAN
GEOTEXTILE FABRIC WASHED ROCK.

il |

SLOPE TRENCH AS REQUIRED BY
OSHA FOR DEPTH OF EXCAVATION.

STRUCTURAL FILL PLACED IN MAXIMUM 8IN
LOOSE LIFTS AND COMPACTED TO AT LEAST

12" +/- ¢ 95% OF THE DRY DENSITY, IN ACCORDANCE
WITH ASTM D-1557
6"d PERFORATED PVC
DRAIN PIPING
EXTEND TO MANHOLE #1.
MECHANICAL ADDENDUM #2

TUNNEL SECTION FILL REQUIREMENTS ME503

SCALE: NONE



